Hydravlically-Driven, Cast Iron & Sainless Steel

Series 9306C and 93068 includes Models: 9306C-HM1C, 9306S-HM1C, 9306C-HMS3C, 9306S-HM3C, 9306C-HMSC and 9306S-HMSC

9306C-HM1C, 9306S-HM1C English Standard

Hyd.Flow| GPMat | GPMat | GPMat | GPMat | GPMat | GPMat | GPMat | GPMat | GPMat | GPM at
GPM 30PSI | 40PSI | 50PSI | 60PSI | 70PSI | 80PSI | 90PSI | 100 PSI | 110 PSI | 120 PSI
11 207 207 186 155 122 90 37
12 207 207 207 199 167 134 100 60
13 207 207 207 207 196 170 143 115 85 44

9306C-HM5C, 9306S-HM5C English Standard

Hyd.Flow| GPMat | GPMat | GPMat | GPMat | GPMat | GPMat | GPMat | GPMat | GPMat | GPM at
GPM 40PSI | 50PSI | 60PSI | 70PSI | 80PSI | 90PSI | 100 PSI | 110PSI | 120 PSI | 130 PSI

15 212 212 212 187 150 114 65 19
16 212 212 212 212 189 158 125 87 42
17 212 212 212 212 212 189 162 133 102 58

9306C-HM3C, 9306S-HM3C English Standard

Hyd.Flow| GPMat | GPMat | GPMat | GPMat | GPMat | GPMat | GPMat | GPMat | GPMat | GPM at
GPM 40 PSI 50 PSI 60 PSI 70 PSI 80 PSI 90PSI | 100PSI | 110PSI | 120 PSI | 130 PSI

18 175 123 55

20 214 203 167 123 75

22 214 214 214 210 190 160 118 62

24 214 214 214 214 214 210 190 165 128 60
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