LOW Pressure, 3 Diaphragm

Model 9910-D115 and D115GR34

All HP requirements listed in the table below are electrical.
For approximate gasoline equivalent, multiply by 1.3.

Pentair Water
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Pressure | GPM[ HP [GPM| HP [GPM| HP [GPM| HP [GPM| HP
inPSI [LPM| HP |LPM| HP |LPM| HP |LPM| HP |LPM| HP
and BAR |@350 RPM |@400 RPM |@450 RPM |@500 RPM |@550 RPM
oPSI [19.3] 03 [22.1|03 |248]| 0.4 [27.1] 0.7 |30.1| 0.8
O0BAR |[73.1] 0.3 /836 0.3 |94.0| 0.4 |102.7 0.7 [113.8| 0.8
145 PSiilis B sl 2 a2 1024 ol 2 a0 26 4|02 72 29 0] 30|
10BAR [70.8| 1.8 |180.9 21 |91.0| 2.4 |99.8| 2.7 [109.8| 3.0
217 PSI |186| 2.7 |212[ 3.1 |239| 35 |26.2| 39 |28.8| 4.3
15BAR [70.3| 2.7 |80.4 | 3.1 [905| 35 [99.1| 3.9 [109.0| 4.3
290 PSI |185| 36 |21.1| 4.1 |238| 45 |26.1| 5.0 |28.7| 55
20BAR |70.0 3.6 |80.0| 4.1 |90.0| 45 |986| 5.0 [108.8 5.5
’tb HYPRO



